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(57) ABSTRACT

A steam turbine with a shaft seal is provided. The shaft seal
steam barrier is supplied with a slight excess pressure. In
order to avoid complex additional devices necessary for lig-
uefying the water vapor once again, a condensation chamber,
which is sealed from the surrounding air as well as from the
steam barrier chamber with brush seals, is provided between
the steam barrier chamber and the surrounding air. The con-
densation chamber is constructed in such a manner that the
heat, developing in the interior thereof, is discharged to the
outside.

4 Claims, 1 Drawing Sheet
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SHAFT SEAL FOR STEAM TURBINES

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 12/598,609 filed Nov. 11, 2009 now abandoned which is
the US National Stage of International Application No. PCT/
EP2008/054868, filed Apr. 22, 2008 and claims the benefit
thereof. The International Application claims the benefits of
German application No. 10 2007 021 742.2 DE filed May 9,
2007. All of the applications are incorporated by reference
herein in their entirety.

FIELD OF INVENTION

The present invention refers to a shaft seal for steam tur-
bines, in which the shaft-seal sealing steam is fed with a slight
overpressure.

BACKGROUND OF INVENTION

Shaft seals of steam turbines are constructed with sealing
steam. The sealing steam is fed to the shaft seal with a slight
overpressure. During operation, the sealing-steam system is
supplied with steam from the steam turbine at a suitable
pressure and temperature. When evacuating before start-up of
the machine, and at low load, the sealing steam is extracted
from an auxiliary steam system.

SUMMARY OF INVENTION

The sealing-steam system comprises a sealing-steam
chamber which is under a slight overpressure, and a leakoft-
steam chamber which is held under a slight negative pressure
in relation to atmosphere. In the leakoff-steam chamber the
ingressing air and a partial mass flow of the steam from the
sealing-steam chamber mix together. This so-called leakoff
vapor is exhausted by means of a blower. The steam which is
contained herein is re-liquefied in a condenser and fed to the
water-steam system. For this, a costly piping construction for
the leakoff lines, including exhaust blowers, valves and lea-
koff steam condenser, is required.

It is the object of the present invention to disclose a shaft
seal of the type referred to in the introduction, in which
complex additional devices are not necessary in order to
re-liquety the leakoff vapor.

This object is achieved for the shaft seal which is referred
to in the introduction by a condensation chamber being pro-
vided between the sealing-steam chamber and the surround-
ing air and being sealed by brush seals both in relation to the
surrounding air and in relation to the sealing-steam chamber,
wherein the condensation chamber is constructed so that the
heat which develops therein is discharged to the outside.

As aresult of the condensation directly on the turbine, the
entire piping construction for the leakoff lines, including
exhaust blower, valves and leakoff steam condenser, is dis-
pensed with. Appreciable savings therefore result in the case
of the shaft seal according to the invention.

Advantageous developments of the present invention result
from the dependent claims and also from the description of an
exemplary embodiment with reference to the attached draw-
ing.
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With reference to the attached drawing, the principle con-
struction of a current embodiment of a shaft seal, and also the
principle construction of a shaft seal according to the inven-
tion, are shown in the following.

BRIEF DESCRIPTION OF THE DRAWINGS

In the drawing:

FIG. 1 shows the principle construction of a known shaft
seal, and

FIG. 2 shows the principle construction of a shaft seal
according to the invention.

DETAILED DESCRIPTION OF INVENTION

InFIG. 1, in which the prior art is shown, the turbine casing
is identified by 1 and the shaft identified by 2. The shaft seal
which is shown here has a sealing-steam chamber 3 and a
leakoff-steam chamber 4. Seals, for example labyrinth seals,
are located between the leakoff-steam chamber 4 and the
surrounding air 5, and also between the leakoff-steam cham-
ber 4 and the sealing-steam chamber 3, and also between the
sealing-steam chamber 3 and the inside of the turbine.

The leakoft lines and the valves which are associated with
them, and the leakoff-steam condenser, shall not be dealt with
in more detail here since these are known to the person skilled
in the art and these are not essential for the actual inventive
idea either.

In FIG. 2, a shaft seal according to the present invention is
shown in principle. The turbine casing is identified by 6 and
the shaft is identified by 7. The shaft seal according to the
invention has a sealing-steam chamber 8 which is sealed in
relation to the inside of the turbine by a labyrinth seal.

A condensation chamber 11 is now located between the
ambient air 5 and the sealing-steam chamber 8 and is sealed
by brush seals 9 and 10 both in relation to the surrounding air
5 and in relation to the sealing-steam chamber 8. The con-
densation chamber 11 has a first side wall 12 and a second
side wall 13. The first side wall 12 abuts the turbine casing 6.
The condensation chamber 11 in this case is constructed so
that it discharges the heat which develops therein to the out-
side, that is to say, it is not integrated into the actual steam
turbine.

By the use of modern sealing technologies, such as the use
of brush seals, only a fraction of the previous leakoff steam
volume is produced. This can then be condensed directly on
the steam turbine by means of the condensation chamber 11.

As a result of the condensation directly on the steam tur-
bine the entire piping construction for the leakoff lines and
also the leakoff-steam condenser, the valves and the exhaust
blower, are dispensed with.

We claim:

1. A steam turbine, comprising:

a shaft seal;

a sealing-steam chamber disposed between the inside of
the steam turbine and a shaft; and

a condensation chamber provided directly between the
sealing-steam chamber and a surrounding air, wherein a
first side wall of the condensation chamber directly abuts
a turbine casing;

a plurality of brush seals,

wherein the sealing-steam chamber is fed with a slight
overpressure,

wherein the condensation chamber is sealed by the plural-
ity of brush seals both in relation to the surrounding air
and in relation to the sealing-steam chamber,
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wherein the condensation chamber is constructed so that
heat which develops therein is discharged to the outside,
and

wherein steam is condensed directly on the steam turbine

via the condensation chamber. 5

2. The steam turbine as claimed in claim 1, wherein the
condensation chamber is fixed with a flange and wherein
insulating layer is arranged between the condensation cham-
ber and the steam turbine.

3. The steam turbine as claimed in claim 1, wherein the 10
condensation chamber is cast onto the steam turbine and
insulated in relation to the steam turbine.

4. The steam turbine as claimed in claim 1, wherein the
sealing-steam chamber is sealed in relation to the inside of the
steam turbine by a labyrinth seal. 15
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